
KR80 0.25t, 0.5t, 1t, 2t, 3.5t, 5t, 10t

Description

The load cell KR80 is a precision load cell in cylindrical design. It is hermetically sealed
by means od welding and available in a calibratable design according to the European
requirements OIML R-60 up to class C6. It stands out thanks to its particularly low
measurement path of just 0.1mm.
The environmental protection is IP 66.
Force transmission is realised by a cylindrical load knob that has to be inserted into the
hole ØD2.
Optionally pendular bases for applications in weighing technology can be installed.
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Dimensions
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Technical Data

Kra ftse n so re nKra ftse n so re n

T ype Forc e  se nsor

Forc e  introduc tion Inne r thre ad

Ope rating forc e 150 % FS

Mate rial Stainle ss ste e l

Bre aking forc e 300 % Fn

Ele ktrisc h e  D a te nEle ktrisc h e  D a te n

Input re sistanc e 1110 Ohm

T ole ranc e  input re sistanc e 50 Ohm

Output re sistanc e 1025 Ohm

T ole ranc e  output re sistanc e 25 Ohm

Insulation re sistanc e >5x10^9 Ohm

Ze ro signal 2 mV/V

C o n n e c t io n  D a taC o n n e c t io n  D a ta

Conne c tion type 4 c onduc tor ope n

Cable  le ngth 3 m

T e m p e ra tu reT e m p e ra tu re

Rate d te mpe rature  range  f -10 ... 40 °C

Ope rating te mpe rature  range  f -30 ... 70 °C

Storage  te mpe rature  range  f -50 ... 80 °C

Environme ntal prote c tion IP66
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Pin Configuration

C h a n n e lC h a n n e l S ym b o lS ym b o l D e sc rip t io nD e sc rip t io n Wire  c o lo u rWire  c o lo u r P INP IN

+Us positive  bridge  supply pink

-Us ne gative  bridge  supply gre y

+Ud positive  bridge  output brown

-Ud ne gative  bridge  output white

Screen - transparent.
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accessories

D e sc rip t io nD e sc rip t io n D e sc rip t io nD e sc rip t io n

Calibration
Ce rtific ate
kn/20/5

Fac tory c alibration c e rtific ate  for forc e  to 20 kN in ac c ordanc e  with DIN EN ISO / IEC 17025
for te st mate rials monitoring ac c ording to DIN ISO 9001: 2008 with 5 load le ve ls and 3 se rie s
of me asure me nts.

Calibration
Ce rtific ate
kn/200/5

Fac tory c alibration c e rtific ate  for forc e  to 200 kN in ac c ordanc e  with DIN EN ISO / IEC 17025
for te st mate rials monitoring ac c ording to DIN ISO 9001: 2008 with 5 load le ve ls and 3 se rie s
of me asure me nts.
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